premium oil

‘ TECHNICAL DATA SHEET

PEXOL ATF MFV

This is a full synthetic lubricant based on carefully selected very high quality refined base oils for automatic
transmissions, meeting the requirements of most American, Japanese and European manufacturers. Its versatile
natura guarantees it can be used in automatic transmissions and torque convertor for most passenger cars,
off-road vehicle and SUVs.

® Minimizes possible wear and tear thanks to the high-tech additives it contains.

m It provides long oil change intervals thanks to its high oxidation and thermal resistance. Reduces
maintenance costs.

m |t provides a smooth shifting feeling thanks to its fluidity and high performance against wear. Does not
cause torque interruption during gear shifting.

AISIN-WARNER: JWS 3309, AISIN-WARNER: JWS 3314, AISIN-WARNER: JWS 3317, ALLISON: TES 295, BMW.
ETL 7045E, BMW: ETL 8072B, BMW: LA 2634,BMW: LT 71141, CHRYSLER: ATF+3 AND +4, FIAT: 9.55550-AV4,
FORD: MERCON V, FORD: WSS-M2C922-Al, GM: DEXRON IlI-H, lIG & ID, HONDA: ATF Z-1, HYUNDAI: SP-II,
MB: 236.10, MB: 23611,MB: 236.3, MB: 236.5, MB: 236.7, NISSAN: MATIC-K, NISSAN: MATIC, PSA: P/N Z
000169756, TOYOTA:TYPET-IV, VW:G 052 055,VW:G 052162, VW: G 052 533, VW:G 052990, VW: G 055 025

Density, @15 °C glem® ASTM 4052 0.849
K. Viscosity, @ 100°C cSt ASTM D 445 72
Viscosity Index ASTM D 2270 175
Flashing Point °C ASTM D 92 218
Pour Point °C ASTM D 97 -45

*Values may vary between productions.

It should be protected from direct sunlight and precipitation. Packages should be stored in a sealed way,
under a porch or in indoor areas. Storage temperature should be between (+5)-(+40)°C.

In the light of the available information, this product is not expected to create a negative impact on human
health when used in the intended location and under the specified conditions of use. Used product should
not be incinerated or poured into soil and waste water channels. Waste oils should be sorted into
categories according to Regulation on Control of Waster Oils, and disposed of via licensed enterprises
having the properties defined in this regulation. Please read the Material Safety Sheet when necessary.



