premium oil

‘ TECHNICAL DATA SHEET

PEXOL ATF ZF

This is a fully synthetic lubricant based on carefully selected very high-quality base oils and original.
Contribution package. Its special formulation ensures trouble-free operation and trouble-free gearing
changing.

® Minimizes wear on automatic transmissions and improves equipment performance thanks to its special

additives.

They are long-lasting products thanks to their thermal stability and high oxidation resistance.

m Thanks to the special additives they contain, they prevent sediment formation and do not cause
foaming.

® Provides superior performance in hot and cold climates.

ZF 8 HPBMW: 83222152426, CHRYSLER: 68157995AA, FIAT: 9.55550-AV5, JAGUAR: 02JDE26444, LAND
ROVER: Lr023288, VW: G 060 162 /17C

Density, @15 °C glem’® ASTM 4052 0.845
K. Viscosity, @ 100°C cSt ASTM D 445 5,94
Viscosity Index ASTM D 2270 164
Flashing Point °C ASTM D 92 210
Pour Point °C ASTM D 97 -45

*Values may vary between productions.

It should be protected from direct sunlight and precipitation. Packages should be stored in a sealed way,
under a porch or in indoor areas. Storage temperature should be between (+5)-(+40)°C.

In the light of the available information, this product is not expected to create a negative impact on human
health when used in the intended location and under the specified conditions of use. Used product should
not be incinerated or poured into soil and waste water channels. Waste oils should be sorted into
categories according to Regulation on Control of Waster Qils, and disposed of via licensed enterprises
having the properties defined in this regulation. Please read the Material Safety Sheet when necessary.



